Linear seat wall

Seperated social 'pocket’' space

Generous depth of podium vegetation

Emergency stairwell
to site ground level

Perimeter of Block 04
Refer to archictect's plans

Proposed tree located over
proposed structural column

Pedestrian access from
courtyard into Block 04

Pedestrian access from
courtyard into Block 04

Central island of vegetation as
feature point of visitor interest

Primary pedestrian thoroughfare
through the central courtyard space

Residential balconies shown,
allowing for adjacent buffer planting
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Category

Type

Description

Site Planning Boundary

Refer to planning report and architectural drawings

Proposed Phasing Line

Refer to Phasing Strategy outlined in Planning Report

Civic Plaza / Entrance Area
(vehicle-loading compliance
per vehicle routes indicated)

Premium Precast Granite Aggregate Paving Setts:
Size mix: 300 /200 / 100 (L) x 100 (W) x 70 (D)
Finish: flamed, light to medium grey, to BS EN 1341

Pedestrian Pathway Route
(vehicle-loading compliance
per vehicle routes indicated)

Precast granite aggregate water-etched paving setts:
Size mix: 300 /200 / 100 (L) x 200 (W) x 70 (D)
Colour mix: light grey, mid-grey, warm grey ("Birkes")

Active Travel Route
(Designed for occasional
vehicle over-run eg - EVA)

Coloured asphalt surface course (buff macadam):
4m-wide average width to path, widens at seating areas
Crushed 6-10mm aggregate, buff colour finish to surface

Self-binding Aggregate
(Designed for occasional
vehicle over-run eg - EVA)

Self-binding Crushed Aggregate Surface:
2-5mm angular granite aggregate mix set in durable resin
Three-colour mix (silver, dark and light) for visual contrast

Stepped / Ramped Access
(Part M compliant design to
include rails and tactiles)

Precast granite aggregate stepped unit system:
Steps: 150mm rise (R) and 300mm going (G)
Ramps: universal access compliancy

Recreation and Play Area
(Wet-pour play surface to
feature contours, colours)

All-weather wet pour surface over solid / stone base:
Rubber crumb surface 10-15mm coloured wearing layer
+ elastic base mat 2-7mm SBR per supplier specification

Flush Accent Band - Type A
(laid flush with all adjacent
surfaces for vehicle overrun)

Cropped granite setts laid in 500mm wide linear bands:
100mm x 100mm cube setts, light grey, bush-hammered
Hard-wearing accent band: vehicle-load compliant

Flush Accent Band - Type B
(laid flush with all adjacent
surfaces for vehicle overrun)

Precast granite aggregate water-etched paving setts:
Size mix: 200 / 100 (L) x 100 (W) x 70 (D)
Colour: light grey

Tactile Paving: Hazard
(To tech. guidance Part M)

Precast concrete paving flag with flat top rods at surface:
Size: 400 (L) x 400 (W) x 50 (D); see stepped access areas

Tactile Paving: Blister
(To tech. guidance Part M)

Precast concrete paving flag with flat top domes finish:
Size: 400 (L) x 400 (W) x 50 (D); see pedestrian crossings

Tactile Paving: Tramline
(To tech. guidance Part M)

Precast concrete paving flag with flat top bars finish:
Size: 400 (L) x 400 (W) x 50 (D); see end of cycle routes

Vehicular Carriageway
(Regular vehicle overrun)

Black asphalt finish to include markings/lines as required
Refer to Engineer's drawings and specification for detail

Ramped Footpath Crossing
(Regular vehicle overrun)

As continuation of Civic Plaza / Entrance Area surfaces
Size mix: 300 / 200 / 100 (L) x 100 (W) x 70 (D), flamed

Stone-clad Boundary Wall
To tie into heritage context

Limestone ashlar masonry surface with granite capping
cropped surface finish, various sizes, randomised pattern

Linear Seat Wall - Type A1
Premium quality stone edge

Re-purpose stone cap from existing site-wide filter beds
Granite cap over stone base, total 450mm (H) x 500 (W)

Linear Seat Wall - Type A2
Premium quality stone edge

Retained in place filter bed masonry walls
to be kept and amended subject to detailed design

Linear Seat Wall - Type B
Standard concrete seatwall

Cast concrete seat wall with mounted timber seat units
450 (H) x 500 (W) x length varies as shown

Flush Heritage Stone Band
Reclaimed as in-ground item

Re-purpose stone cap from existing site-wide filter beds
Granite cap as a flush edge in the ground

Bicycle Parking Stands
Standard Sheffield design

Tubular stainless steel with underground anchoring
Standard dimensions: 800 (L) 750 (H) x 50 (&)

Parkland Bench Unit
Accessible public seating

Modular unit design: timber top over steel frame base
Indicative dimensions: 2000 (L) 450 (H) x 500 (W)

Boundary Fence - Type A
High quality boundary fence

High quality finish: powder coated steel, gates as shown
To be positioned standalone or over base seat wall

Boundary Fence - Type B
Standard boundary fence

Modular unit: powder-coated steel finish, gates as shown
To be positioned standalone or over base concrete wall

Wall Partially Retained
Towpath along canal edge

Base of wall to be retained per conservation architect
Top of wall partly removed, with fence line along top

Mown Lawn Grass Area
Casual recreation and play

High quality finish: powder coated steel, gates as shown
To be positioned standalone or over base seat wall

Meadow Grassland Area
Native grassland space

Medium to low maintenance native meadow
No formal access / active recreation

Groundcover Shrub Mix
To include filter-bed areas

Medium to low maintenance buffer planting at boundaries
Balance of biodiversity enhancement and areas of interest

Native Woodland Buffer
Biodiverse enhancement

Low maintenance native woody landscape as buffer
Biodiversity corridor, no formal access or recreational use

Ecological Wildlife Corridor
Biodiverse enhancement

Wildflower-rich area largely within eastern zone of site
Species-rich mix to compliment All Ireland Pollinator Plan

Reinforced Grass Surface
Vehicle over-run allowance

A balance between safety compliance and vegetation
Embedded mesh system within soil ensures EVA viability

Native Feature Tree
Point of interest and accent

Extra-large native tree located at focal point in landscape
Refer to indicative planting schedule as shown opposite

Local Specimen Tree
Public streets and spaces

Medium to large species to give accent within scheme
Refer to indicative planting schedule as shown opposite

Boundary Tree
Ecological edge definition

Biodiversity enhancement through rich native selection
Refer to indicative planting schedule as shown opposite

Service Corridor
Development constraint

Corridors that limit development through western park
Refer to Taking in Charge (TIC) plan for detail

notes

Do not scale from drawing, use figured dimensions only.

All dimensions are to be checked on site by contractor prior to commencement of all work.
Discrepancies should be reported immediately.

This drawing is to be read in conjunction with all other TPHC drawings and specification.
This drawing is the copyright of the Landscape Architect and must not be reproduced or used
without permission.

Ordnance information base information shown is reproduced from Ordnance Survey material
© Crown copyright 2018 Licence Number 100034836.
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