INDICATIVE LAYOUT FOR PROPOSED
CHANGES TO TURNING HEAD IN
ADJACENT HSE LANDS ARE SHOWN IN
DASHED. (OUTSIDE SCOPE OF
PLANNING APPLICATION.)

INDICATIVE LAYOUT OF PROPOSED
DRAINAGE TO SERVICE HSE LANDS,
OUTSIDE SCOPE OF PLANNING

APPLICATION

GROUND LEVEL 54.60m
1IN 100 YEAR STORM
WATER LEVEL 55.03m

DETENTION BASIN /

PROPOSED HYDROBRAKE WITH
FLOW CONTROL TO 2L/S

\ REFER TO 'CHERRY ORCHARD AFFORDABLE

HOUSING SCHEME' PLANNING APPLICATION
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KEY PLAN

NOT TO SCALE

LEGEND

PROPOSED GULLY

PROPOSED FILTER DRAIN

REFER TO DRAWING:

REFER TO DRAWING:

ROAD CROSS FALL

SITE BOUNDARY

PROPOSED ASPHALT ROADWAY

PROPOSED CONCRETE FOOTPATH

PROPOSED SURFACE WATER SEWER
(REFER TO DETAIL ON DRAWING
CHE-PUNCH-LR-XX-C-DR-0550)

CHE-PUNCH-XX-XX-DR-C-0551

TYPE 6 KERB - DROP KERB

CHE-PUNCH-XX-XX-DR-C-0551

PROPOSED PERVIOUS PAVING WITH FILTER DRAIN
BELOW TO CONNECT TO SURFACE WATER DRAINAGE
REFER TO DRAWING CHE-PUNCH-LR-XX-C-DR-0550
NOTE: PERVIOUS PAVEMENT DESIGNED FOR
OCCASIONAL HEAVY VEHICLE LOADING IN
ACCORDNACE WITH BS 7533-13

PROPOSED BIORETENTION AREA WITH LOWERED
SECTIONS OF KERB TO ALLOW DISCHARGE FROM ROAD
REFER TO DRAWING CHE-PUNCH-LR-XX-C-DR-0504

PROPOSED SURFACE WATER MANHOLE
(REFER TO DETAIL ON DRAWING CHE-PUNCH-LR-XX-C-DR-0550)

PROPOSED SURFACE WATER INSPECTION CHAMBER

150mm DIAMETER - REFER TO PERVIOUS PAVEMENT
DETAIL AND BIORETENTION DETAIL

TYPE 3 KERB - TYPICAL 25mm HIGH KERB

| D-PR = | D-PR = | D-PR e—

TYPE 5 KERB - TYPICAL 125mm HIGH EXTRUDED ROAD KERB
DETAIL. REFER TO DRAWING:
CHE-PUNCH-XX-XX-DR-C-0551
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