THIS IS A PERFORMANCE DRAWING ONLY. WORKING AND INSTALLATION
DRAWINGS ARE THE RESPONSIBILITY OF THE CONTRACTOR. FINAL
POSITIONS OF ALL ITEMS SHOWN ARE FOR GUIDANCE AND PRICING
PURPOSES ONLY. THE EXACT FINAL LOCATIONS ARE THE RESPONSIBILITY
OF THE CONTRACTOR WHO SHALL CO-ORDINATE HIS INSTALLATIONS
WITH THE MAIN CONTRACTOR AND ALL OTHER TRADES.
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GENERAL NOTES

1. EXTREME CAUTION SHOULD BE EXERCISED WITH ANY GROUNDWORK,
ESPECIALLY WHERE UTILITIES AND UNDERGROUND HAZARDS MAY BE
PRESENT.

2. THE LOCATION OF ALL SERVICES DETAILED ON THIS DRAWING ARE
INDICATIVE ONLY & SHOULD THEREFORE ONLY BE USED AS A GUIDE.

3. ALL SERVICE DUCTS AND DRAW PITS ARE TO BE SUPPLIED &
INSTALLED COMPLETE WITH DRAW IN ROPES FOR FUTURE INSTALLATION
OF CABLES.

4. SERVICE TRENCHES TO HAVE 100mm OF SAND ABOVE & BELOW

SERVICE PIPES/CABLES. FOR ALL SERVICES WARNING MARKER TAPE
IS TO BE LAID ON TOP OF THE SAND.

5. DRAW PIT DETAILS ARE INDICATIVE ONLY. EXACT REQUIREMENTS TO BE
CONFIRMED BY DCC & MAIN CONTRACTOR TO SUIT STANDARD SIZES.

6. Al WORKS ARE TO BE IN ACCORDANCE WITH DUBLIN CITY COUNCIL PUBLIC
LIGHTING SERVICES SPECIFICATION CURRENT EDITION.

7. PUBLIC LIGHTING COLUMNS TO BE INSTALLED AS SHOWN IN DETAIL 4, 5 &
6.

8. ALL ACCESS CHAMBERS ARE NOT DRAWN TO SCALE — ON LAYOUT FOR
GRAPHICAL REASONS.

9. SEPARATE ACCESS CHAMBERS ARE PROVIDED FOR PUBLIC LIGHTING SERVICES
AND EIR/ESB.

10.  DUCTING MATERIAL TO BE SPECIFIED AS HDPE TYPE.
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PROPOSED #110 EXTRA LOW VOLTAGE
(ELV) DUCTING

PROPOSED #110mm PUBLIC LIGHTING DUCTING

PROPOSED #110mm COMMUNAL EVC DUCTING
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TWIN EV CAR CHARGING POQINT
400(L)x300(W)x300(H)mm CONCRETE BASE -
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PROPOSED 8m POLE MOUNTED PUBLIC LED
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