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Notes

1. DO NOT DIMENSION FROM THIS DRAWING.

2. THIS IS NOT AN INSTALLATION DRAWING.

3. THE COMPLETE INSTALLATION SHALL BE IN
ACCORDANCE WITH THE BUILDING
REGULATIONS, DESIGN GUIDES &
ENGINEERING SPECIFICATIONS.

4. THIS DRAWING SHALL BE READ IN
CONJUNCTION WITH SCHEMATICS,
SERVICES LAYOUTS, SPECIFICATIONS,
RELEVANT ARCHITECTS, STRUCTURAL &
FIRE ENGINEERS DRAWINGS.

5. ALL DIMENSIONS SHALL BE CHECKED ON
SITE PRIOR TO FABRICATION, ORDER AND
DELIVERY OF ALL PLANT EQUIPMENT.

6. THE ELECTRICAL CONTRACTOR SHALL BE
RESPONSIBLE FOR CO-ORDINATING ALL
SERVICES TO BE INSTALLED ON SITE.

7. THE ELECTRICAL CONTRACTOR SHALL BE
RESPONSIBLE FOR PRODUCING A FULL SET
OF COMBINED CO-ORDINATED SERVICES
WORKING DRAWINGS.

8. THE ELECTRICAL CONTRACTOR SHALL
ALLOW FOR ALL NECESSARY SUPPORTS,
FITTINGS, SUNDRIES OR OTHERWISE TO
PROVIDE A FULLY FUNCTIONING
INSTALLATION AS INDICATED ON THESE
DRAWINGS.

9. FINAL LOCATION OF ALL EQUIPMENT TO BE
CO-ORDINATED ON SITE WITH THE
GENERAL EQUIPMENT BEING INSTALLED
WITHIN ITS VICINITY.

10. ALL LIGHT SWITCHES SHALL BE THE LARGE

ROCKER TYPE.

11. ALL LIGHT AND POWER ACCESSORIES
COLOUR SHALL CONTRAST WITH THE WALL
FINISH COLOUR.

12. ELECTRIC COOKERS TO BE PROVIDED
WITH A VISUAL AND AUDIBLE WARNING
THAT RINGS WHEN HOT, SUCH AS STOVE
GUARD OR APPROVED EQUIVALENT.
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