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BENCHING TO CROWN LEVEL
USING MASS C16/20 C0NCRETE.
BENCHING FINISHED IN 2:1
SAND-CEMENT MORTAR WITH
SMOOTH TROWEL FINISH, AT
1:30 SLOPE TOWARDS CHANNEL.
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6.TYPICAL INSPECTION CHAMBER DETAIL

450150
C16/20 CONCRETE BASE
AND SURROUND

SCALE: NOT TO SCALE

150

75mm CLASS C12/15
BLINDING

150450150

1 TO 3 COURSES OF
CLASS B ENGINEERING
BRICKWORK BENCHING TO CROWN LEVEL USING MASS C16/20

C0NCRETE. BENCHING FINISHED IN 2:1
SAND-CEMENT MORTAR WITH SMOOTH TROWEL
FINISH, AT 1:30 SLOPE TOWARDS CHANNEL.

450Ø CLASS D400 COVER & FRAME TO IS/EN 124

A

MIN 150tk C16/20
CONCRETE SURROUND

MIN 450Ø CHAMBER
RISER TO SUIT

450Ø IN-SITU INSPECTION
CHAMBER BASE WITH 150Ø
INLET/OUTLET PIPE

A

ROCKER PIPE

15
0

NOTE:
ALL INCOMING PIPES TO BE SWEPT
TOWARDS DIRECTION OF FLOW

INSPECTION CHAMBER BASESECTION A-A

1. TYPICAL SECTION THROUGH PERMEABLE
PAVING  PARKING BAY BUILD UP (TANKED)
SCALE 1:20

CAPPING LAYER (TBC). REFER DETAIL 2

SELECTED FILL (TBC). REFER NOTES
AT CAPPING DETAIL

250mm SUB BASE AS TYPE 4-40 COARSE
GRADED AGGREGATE TO BS EN 13242.2002

150mm MODIFIED SUB BASE AS TYPE 4-20 HYDRAULICALLY
BOUND AGGREGATE TO BS EN 14227-1:2004 OR SIMILAR

50mm BEDDING LAYER - TYPE 2/6.3 TO BS
EN 13242:2002

1mm THICK IMPERMEABLE GEOMEMBRANE
TO BE LAPPED AND WELDED USING
PROPRIETY WELDING TECHNIQUES

TANKED SYSTEM

80mm THICK PERMEABLE BLOCK PAVING SYSTEM WITH
BRUSHED IN JOINTING MATERIAL TYPE 2.63
REFER TO LANDSCAPE ARCHITECT'S DOCUMENTATION FOR
PROPOSED PAVER TYPE AND FINISH.
PAVERS AND JOINTING SAND TO BE IN ACCORDANCE WITH
BS7533-13

FILTER DRAIN BELOW
REFER DETAIL 6

2. CAPPING DETAIL (STANDARD REFERENCE)
SCALE: 1:20

MIN CBR 3% MATERIAL

GEOTEXTILE AS PER CL 609 OF
THE TII SPECIFICATION

PLATE BEARING TESTS TO BE
CARRIED OUT BY THE
CONTRACTOR 800mm BELOW
PROPOSED FINISHED ROAD LEVEL
TO VERIFY CBR VALUE ON SITE.
450x450 PLATE BEARING TESTS
TO BE CARRIED OUT AT 20m x
20m GRID CENTERS ALONG
PROPOSED  ROAD - RESULTS TO
BE SUBMITTED TO ENGINEER FOR
REVIEW PRIOR TO PLACEMENT OF
ANY GRANULAR MATERIAL

MADE GROUND, ORGANIC MATERIAL
AND SOFT SPOTS TO
BE DUG OUT AND BACKFILLED WITH
SELECTED GRANULAR FILL TO CLASS
6C OF TABLE 6/1 OF THE TII
SPECIFICATION. ALL FILL TO BE
INSTALLED SELECTED GRANULAR
FILL TO CLASS 6C OF TABLE 6/1 OF
THE TII STANDARD SPECIFICATION

400mm min THICKNESS GRANULAR
MATERIAL 6F2 TO TABLE 6/1 OF
THE TII SPECIFICATION

45
0 
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3. FILTER DRAIN IN POROUS/PERVIOUS PAVEMENT
NOT TO SCALE

750

50
75

TYPE B FILTER MATERIAL IN
ACCORDANCE WITH CLAUSE 505
OF THE TII SPECIFICATION

TYPE A FILTER MATERIAL IN ACCORDANCE
WITH CLAUSE 505 OF THE TII SPECIFICATION

150mm FILTER DRAIN TO TII SERIES 500

REFER TO
POROUS/PERVIOUS
PAVEMENT DETAILS

GEOMEMBRANE TO TII CLAUSE 519.
MEMBRANE TO BE LAPPED AND WELDED

TOP OF CAPPING LAYER

GEOTEXTILE IN ACCORDANCE
WITH TII CLAUSE 519 TO CROSS
FILTER DRAIN TRENCH. LAP MIN
300mm EITHER SIDE
IN ACCORDANCE WITH TII CL519

INTERFACE BETWEEN TYPE A AND B

3000 (Max)
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PLAN
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REFER LANDSCAPE ARCHITECTS
DETAILS FOR FINISHES

NOTES :

1. AT VEHICULAR ACCESS POINTS CONCRETE
TO BE REINFORCED WITH A393 MESH TOP
& BOTTOM .

2. ALL CONCRETE EDGES AND JOINTS SHALL
HAVE BULLNOSED TROWEL FINISH.

DOUBLE LAYER OF ROOFING
FELT COMPLYING TO IS 36 FOR
FULL DEPTH OF JOINT

SECTION B-B  (JOINT DETAIL)

100mm THICK C50 CONCRETE ON 50mm T3 BLIND
ON 150mm T1 STRUC IN ACCORDANCE WITH I.S.
E.N. 13242 AND S.R. 21 ANNEX E

FALL 2.5%

SECTION A-A

5. CONCRETE FOOTPATH DETAILS
SCALE 1:25

TRENCH WRAPPED IN
GEOTEXTILE FILTER
MEMBRANE

TYPE B FILTER MATERIAL IN
ACCORDANCE WITH CLAUSE
505 OF THE SPECIFICATION
FOR ROADWORKS

TYPE A FILTER MATERIAL IN
ACCORDANCE WITH CLAUSE 503 OF
THE SPECIFICATION FOR ROADWORKS

GROUND
LEVEL

PERFORATED PIPE
(SIZES AS PER DRAINAGE PLAN)
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4. FILTER DRAIN IN LANDSCAPE AREAS
NOT TO SCALE
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