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Notated dimensions and/or levels to be used only. All dimensions and/or levels must be site checked by the Contractor prior to

ing any

ion work. Any di

ies must be reported to the Engineer. No assumptions are to be made
ist not be copied or reproduced without prior permission.

LEGEND — LIGHTING
FO OA WAL MOUNTED LED LIGHT

> 0B COLUMN MOUNTED LED STREET LIGHT
—— OC LED STRIP INTEGRATED INTO HANDRAIL

o OD LED BOLLARD

2

3)

4

5)

6)

7)

NOTES — LIGHTING

ALL ELECTRICAL WORK WILL BE CARRIED OUT BY A COMPETENT ELECTRICAL _—
THE INSTALLATION, LE. THE DESIGN, CONSTRUCTION, INSPECTION ~
ACCORDANCE WITH ETCI NATIONAL RULES FOR

CCONTRACTOR.

AND TESTING WILL BE IN

ELECTRICAL INSTALLATIONS FOURTH EDITION IS 10101:2020 INCLUDING ALL

UP TO DATE AMENDMENTS, AND IN COMPLIANCE WITH OTHER BUILDING
REGULATIONS AND IN PARTICULAR WILL NOT COMPROMISE FIRE STOPPING,
STRUCTURAL INTEGRITY, INSULATION, THERMAL INSULATION AND OTHER *
RELATED MATTERS. THE CONTRACTOR WILL PROVIDE THE RELEVANT
CERTIFICATION AT THE COMPLETION OF THIS PART OF THE WORK.

ANY EXISTING EQUIPMENT SHOWN IS INDICATVE AND BASED ON A
NON—INTRUSIVE VISUAL SURVEY.

EMERGENCY LIGHTING TESTING SHALL BE VIA KEYSWITCHES LOCATED AT THE
LOCAL DB.

ALL EXTERNAL LIGHTING TO BE CONTROLLED VIA TIMECLOCK AND CONTACTOR
ARRANGEMENT WITH MANUAL OVERRIDE SWITCH INSTALLED WITHIN NEW
EXTERNAL LIGHTING CONTACTOR & CONTROL ENCLOSURE.

ARTIFICIAL LIGHTING SYSTEMS SHALL BE INSTALLED AND CONTROLLED IN
CCOMPLIANCE WITH LATEST CURRENT EDITIONS OF CIBSE LIGHTING GUIDE 2.

LIGHTING GENERALLY TO BE WIRED IN 1.5mm/1.5mm 64918 IN TRUNKING &
CONDUIT AND FIXED TO MAIN CONTAINMENT ROUTES ABOVE CEILINGS WITH
SUITABLY SIZED GALVANISED STEEL CONDUIT DROPS TO EQUIPMENT AND
ACCESSORIES. DROPS SHALL BE SURFACE WHERE MOUNTING TO EXISTING
WALLS AND CONCEALED WHERE MOUNTING TO NEW PARTITIONS. EXISTING
W‘LECWUNROPSMAYBEREUSEI. FIXINGS MUST BE MADE FROM

LIGHT SWITCHES SHOULD BE POSITIONED AT A HEIGHT OF 1.1m ABOVE
FLOOR LEVEL.
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1) ALL ELECTRICAL WORK WILL BE CARRIED OUT BY A COMPETENT ELECTRICAL ALL ELECTRICAL WORK WILL BE CARRIED OUT BY A COMPETENT ELECTRICAL CONTRACTOR. THE INSTALLATION, I.E. THE DESIGN, CONSTRUCTION, INSPECTION AND TESTING WILL BE IN ACCORDANCE WITH ETCI NATIONAL RULES FOR ELECTRICAL INSTALLATIONS FOURTH EDITION IS 10101:2020 INCLUDING ALL UP TO DATE AMENDMENTS, AND IN COMPLIANCE WITH OTHER BUILDING REGULATIONS AND IN PARTICULAR WILL NOT COMPROMISE FIRE STOPPING, STRUCTURAL INTEGRITY, SOUND INSULATION, THERMAL INSULATION AND OTHER RELATED MATTERS. THE CONTRACTOR WILL PROVIDE THE RELEVANT CERTIFICATION AT THE COMPLETION OF THIS PART OF THE WORK. 2) ANY EXISTING EQUIPMENT SHOWN IS INDICATIVE AND BASED ON A ANY EXISTING EQUIPMENT SHOWN IS INDICATIVE AND BASED ON A NON-INTRUSIVE VISUAL SURVEY. 3) EMERGENCY LIGHTING TESTING SHALL BE VIA KEYSWITCHES LOCATED AT THE EMERGENCY LIGHTING TESTING SHALL BE VIA KEYSWITCHES LOCATED AT THE LOCAL DB. 4) ALL EXTERNAL LIGHTING TO BE CONTROLLED VIA TIMECLOCK AND CONTACTOR ALL EXTERNAL LIGHTING TO BE CONTROLLED VIA TIMECLOCK AND CONTACTOR ARRANGEMENT WITH MANUAL OVERRIDE SWITCH INSTALLED WITHIN NEW EXTERNAL LIGHTING CONTACTOR & CONTROL ENCLOSURE. 5) ARTIFICIAL LIGHTING SYSTEMS SHALL BE INSTALLED AND CONTROLLED IN ARTIFICIAL LIGHTING SYSTEMS SHALL BE INSTALLED AND CONTROLLED IN COMPLIANCE WITH LATEST CURRENT EDITIONS OF CIBSE LIGHTING GUIDE 2. 6) LIGHTING GENERALLY TO BE WIRED IN 1.5mm/1.5mm 6491B IN TRUNKING & LIGHTING GENERALLY TO BE WIRED IN 1.5mm/1.5mm 6491B IN TRUNKING & CONDUIT AND FIXED TO MAIN CONTAINMENT ROUTES ABOVE CEILINGS WITH SUITABLY SIZED GALVANISED STEEL CONDUIT DROPS TO EQUIPMENT AND ACCESSORIES. DROPS SHALL BE SURFACE WHERE MOUNTING TO EXISTING WALLS AND CONCEALED WHERE MOUNTING TO NEW PARTITIONS. EXISTING CONCEALED CONDUIT DROPS MAY BE REUSED. FIXINGS MUST BE MADE FROM GALV STEEL 7) LIGHT SWITCHES SHOULD BE POSITIONED AT A HEIGHT OF 1.1m ABOVE LIGHT SWITCHES SHOULD BE POSITIONED AT A HEIGHT OF 1.1m ABOVE FLOOR LEVEL.
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