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PAVEMENT TYPE 1 - CAST IN-SITU CONCRETE FOOTPATH
SCALE 1:25

JO
IN

T

B B

SMOOTH TROWEL BAND
BULLNOSE FINISH TO ALL EDGES

BRUSHED FINISH

NOTES :

1. AT VEHICULAR ACCESS POINTS CONCRETE SLAB
THICKNESS TO BE 150mm REINFORCED WITH A393
MESH TOP & BOTTOM.

2. AT HGV CROSSING TO THE PARK AREA THE SLAB IS
TO BE 200mm THICK WITH A393 MESH TOP AND
BOTTOM WITH 150mm SUB BASE AND 600mm
CAPPING MATERIAL TO ENGINEERS SITEWORKS
SPECIFICATION

3. ALL CONCRETE EDGES AND JOINTS SHALL HAVE
BULLNOSED TROWEL FINISH.

DOUBLE LAYER OF ROOFING
FELT COMPLYING TO IS 36 FOR
FULL DEPTH OF JOINT

SECTION B-B  (JOINT DETAIL)
SCALE 1:25

100mm THICK C50 CONCRETE (EXPOSURE CLASS XF4)
ON 150mm OF GRANULAR MATERIAL TYPE B SUB-BASE
TO CLAUSE 808 COMPACTED IN LAYERS IN
ACCORDANCE WITH CLAUSE 802 OF THE TII
SPECIFICATION FOR ROADWORKS

FALL 2.5%

SECTION A-A
SCALE 1:25

 EXTRUDED ROAD KERB

SEE CONSTRUCTION DETAILS
FOR ROAD BUILD-UPS

PLAN
SCALE 1:25

300mm SUBBASE MATERIAL SHOULD COMPRISE TYPE B
GRANULAR MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE
808 AND COMPACTED IN COMPLIANCE WITH CLAUSE 802.

250mm BASE COURSE: ROADWAY BASE MATERIAL SHALL COMPLY
WITH THE REQUIREMENTS OF NRA SRW CLAUSES 906, 907, 929
AND 930. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

PAVEMENT TYPE 1: BUS CORRIDOR - SOUTH LINK ROAD
SCALE: 1:20

60mm BINDER COURSE SHALL COMPLY WITH THE
REQUIREMENTS OF NRA SRW CLAUSES 929, 930, 937 AND
943. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

WEARING COURSE:
40mm HOT ROLLED ASPHALT SURFACE COURSE: SHALL COMPLY
WITH THE REQUIREMENT OF NRA SRW CLAUSES 911, 910 AND 943.
IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.
OR 40mm POLYMER MODIFIED STONE MASTIC ASPHALT SURFACE
COURSE: SHALL COMPLY WITH THE REQUIREMENTS OF NRA SRW
CLAUSE 942. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

600mm CAPPING MATERIAL TO COMPRISE OF CLASS 6F2
MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE 613 AND
COMPACTED IN COMPLIANCE WITH CLAUSE 612.
REFER TO GENERAL NOTES.

GEOTEXTILE SUBGRADE

PAVEMENT TYPE 2: ASPHALT ROAD RESIDENTIAL
DEVELOPMENT (< 10 HOUSES) OR CYCLEWAY
SCALE: 1:20

120mm BINDER COURSE SHALL COMPLY WITH THE
REQUIREMENTS OF NRA SRW CLAUSES 929, 930, 937 AND
943. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

200mm SUBBASE MATERIAL SHOULD COMPRISE TYPE B
GRANULAR MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE
808 AND COMPACTED IN COMPLIANCE WITH CLAUSE 802.

600mm CAPPING MATERIAL TO COMPRISE OF CLASS 6F2
MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE 613 AND
COMPACTED IN COMPLIANCE WITH CLAUSE 612.
REFER TO GENERAL NOTES.

GEOTEXTILE SUBGRADE

WEARING COURSE:
40mm HOT ROLLED ASPHALT SURFACE COURSE: SHALL COMPLY
WITH THE REQUIREMENT OF NRA SRW CLAUSES 911, 910 AND 943.
IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.
OR 40mm POLYMER MODIFIED STONE MASTIC ASPHALT SURFACE
COURSE: SHALL COMPLY WITH THE REQUIREMENTS OF NRA SRW
CLAUSE 942. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

PAVEMENT TYPE 3: ASPHALT ROAD RESIDENTIAL
DEVELOPMENT (10-40 HOUSES) NORTH - SOUTH STREETS
SCALE: 1:20

60mm BINDER COURSE SHALL COMPLY WITH THE
REQUIREMENTS OF NRA SRW CLAUSES 929, 930, 937 AND
943. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

80mm BASE COURSE: ROADWAY BASE MATERIAL SHALL COMPLY
WITH THE REQUIREMENTS OF NRA SRW CLAUSES 906, 907, 929
AND 930. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

200mm SUBBASE MATERIAL SHOULD COMPRISE TYPE B
GRANULAR MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE
808 AND COMPACTED IN COMPLIANCE WITH CLAUSE 802.

600mm CAPPING MATERIAL TO COMPRISE OF CLASS 6F2
MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE 613 AND
COMPACTED IN COMPLIANCE WITH CLAUSE 612.
REFER TO GENERAL NOTES.

GEOTEXTILE SUBGRADE

WEARING COURSE:
40mm HOT ROLLED ASPHALT SURFACE COURSE: SHALL COMPLY
WITH THE REQUIREMENT OF NRA SRW CLAUSES 911, 910 AND 943.
IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.
OR 40mm POLYMER MODIFIED STONE MASTIC ASPHALT SURFACE
COURSE: SHALL COMPLY WITH THE REQUIREMENTS OF NRA SRW
CLAUSE 942. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

PAVEMENT TYPE 4: ASPHALT ROAD RESIDENTIAL DEVELOPMENT
(>40 HOUSES) CIRCUIT ROAD TO NORTH, EAST AND SOUTH
SCALE: 1:20

60mm BINDER COURSE SHALL COMPLY WITH THE
REQUIREMENTS OF NRA SRW CLAUSES 929, 930, 937 AND
943. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

200mm BASE COURSE: ROADWAY BASE MATERIAL SHALL COMPLY
WITH THE REQUIREMENTS OF NRA SRW CLAUSES 906, 907, 929
AND 930. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

300mm SUBBASE MATERIAL SHOULD COMPRISE TYPE B
GRANULAR MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE
808 AND COMPACTED IN COMPLIANCE WITH CLAUSE 802.

600mm CAPPING MATERIAL TO COMPRISE OF CLASS 6F2
MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE 613 AND
COMPACTED IN COMPLIANCE WITH CLAUSE 612.
REFER TO GENERAL NOTES.

GEOTEXTILE SUBGRADE

WEARING COURSE:
40mm HOT ROLLED ASPHALT SURFACE COURSE: SHALL COMPLY
WITH THE REQUIREMENT OF NRA SRW CLAUSES 911, 910 AND 943.
IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.
OR 40mm POLYMER MODIFIED STONE MASTIC ASPHALT SURFACE
COURSE: SHALL COMPLY WITH THE REQUIREMENTS OF NRA SRW
CLAUSE 942. IT SHALL BE LAID AND COMPACTED TO CLAUSE 903.

PAVEMENT TYPE 5: PERVIOUS PAVERS (TRAFFICKED)
SCALE 1:20

150mm THICK SUB BASE AS TYPE 4-40
COARSE GRADED AGGREGATE IN
ACCORDANCE WITH BS7533-3 AND IS EN
12620

125mm MODIFIED SUB BASE AS TYPE 4-20
HYDRAULICALLY BOUND AGGREGATE TO IS
EN 14227-1:2013 OR SIMILAR

50mm THICK SAND LAYING LAYER IN
ACCORDANCE WITH BS7533-13

80mm THICK CONCRETE OR CLAY PAVER WITH JOINTING
MATERIAL.
PAVER AND JOINTING MATERIAL TO BE IN ACCORDANCE WITH
MANUFACTURERS REQUIREMENTS.
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TYPE B FILTER MATERIAL TO MCDRW CLAUSE
505 OF THE NRA SPECIFICATION FOR
ROADWORKS

150mm DIAMETER PERFORATED PIPE

PLATE BEARING TESTS TO BE CARRIED OUT BY THE
CONTRACTOR IN ACCORDANCE WITH THE
EARTHWORKS SPECIFICATION

GEOTEXTILE AS PER CL 609 TII
SPECIFICATION FOR ROADWORKS

MEMBRANE WITH GEOTEXTILE EITHER SIDE
- REFER TO SITEWORKS SPECIFICATION

600mm CAPPING MATERIAL TO COMPRISE OF CLASS 6F2
MATERIAL, IN ACCORDANCE WITH NRA SRW CLAUSE 613 AND
COMPACTED IN COMPLIANCE WITH CLAUSE 612.
REFER TO GENERAL NOTES.

GENERAL NOTES:

1. PLATE BEARING TESTS TO BE CARRIED OUT BY THE CONTRACTOR 800mm BELOW
PROPOSED FINISHED ROAD LEVEL TO CONFIRM CBR VALUE ON SITE.

  450x450 PLATE BEARING TESTS TO BE CARRIED OUT AT 20m x20m GRID CENTERS
ALONG PROPOSED ROAD. RESULTS TO BE SUBMITTED TO ENGINEER FOR REVIEW
PRIOR TO PLACEMENT OF ANY GRANULAR MATERIAL.

2. SOFT SPOTS LESS THAN 2.5% CBR TO BE DUG OUT AND BACKFILLED WITH
SELECTED GRANULAR FILL TO CLASS 6C OF TABLE 6/1 OF THE TII SPECIFICATION
FOR ROADWORKS.

3. ALL PAVERS AND ASPHALT SURFACES SHALL BE RESTRAINED BY KERBS OF
CONCRETE SLABS.
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CHERRY ORCHARD LINK ROAD TO BALLYFERMOT
PAVEMENT DETAILS
DAP SEPT 2021
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CHE-PUNCH-LR-XX-DR-C-0550 C05AS INDICATED

CHE-PUNCH-LR-XX-M2-C-0550

DAP MR MR
DUBLIN CITY

COUNCIL

C01     PART 8 PLANNING VALIDATION                       DAP     2022-05-25

C02     PART 8 PLANNING REVIEW                                  AF     2024-04-11

C03     PART 8 PLANNING REVIEW                                 DAP     2024-08-08

C04     PART 8 PRE VALIDATION                                DAP     2024-09-11

C05     FOR PLANNING                                                     AF     2025-06-09
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