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1 Introduction 

1.1 Background 

PUNCH Consulting Engineers were appointed by Dublin City Council (DCC) to carry out a Site-Specific 

Flood Risk Assessment for the area of the proposed Cherry Orchard Link Road to Ballyfermot, Dublin 10.  

The assessment is carried out in full compliance with the requirements of “The Planning System & Flood 

Risk Management Guidelines” published by the Department of the Environment, Heritage and Local 

Government in November 2009. 

The proposed site layout is detailed in a series of planning drawings provided by Coady Architects in the 

planning documentation. 

1.2 Existing Site 

The site location is shown in Figure 1-1 below. The site is approximately 0.2769 hectares in size and is 

located off the Ballyfermot Road, Cherry Orchard, Co Dublin. It is currently a developed site and is 

located to the south-east of Cherry Orchard Hospital, with a greenfield site to the west, and Cherry 

Orchard Football Club to the south. The site is accessed from the north via Ballyfermot Road, and from 

the south via Cherry Orchard Green. There are currently no structures within the site.   

This application deals specifically with the Proposed Housing development shown in red in Figure 1-1. 

Please note that the development interfaces a separate ‘Cherry Orchard Affordable Housing Scheme’ 

planning application. 

 

Figure 1-1: Location of the Proposed development (site boundary indicated in red) 

 

Link Road  

Proposed Housing 

Development 
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1.3 Nature of the Proposed Development 

The proposed development comprises of a Link Road to connect the Cherry Orchard Affordable Housing 

Scheme to Ballyfermot Road. An extract from the site layout is included in Figure 1-2.  

 

Figure 1-2: Proposed Site Layout 
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2 Relevant Guidance 

2.1 The Planning System and Flood Risk Management Guidelines 

In September 2008, “The Planning System and Flood Risk Management” Guidelines were published by the 

Department of the Environment, Heritage and Local Government in Draft Format. In November 2009, the 

adopted version of the document was published. 

The Flood Risk Management Guidelines give guidance on flood risk and development. The guidelines 

recommend a precautionary approach when considering flood risk management in the planning system. 

The core principle of the guidelines is to adopt a flood risk sequential approach to managing flood risk 

and to avoid development in areas that are at risk. The sequential approach is based on the identification 

of flood zones for river and coastal flooding. The guidelines include definitions of Flood Zones A, B and 

C, as noted in Table 2-1 below. It should be noted that these do not take into account the presence of 

flood defences, as there remain risks of overtopping and breach of the defences. 

 

Table 2-1: Flood Zone Designation 

Flood Zone Type of Flooding Annual Exceedance Probability (AEP) 

Flood Zone A 

Coastal Less than a 1:200 (0.5% AEP) year event 

Fluvial Less than a 1:100 (1% AEP) year event 

Flood Zone B 

Coastal 
Greater than a 1:200 (0.5% AEP) and less than a 

1:1000 (0.1% AEP) year event 

Fluvial 
Greater than a 1:100 (1% AEP) and less than a 

1:1000 (0.1% AEP) year event 

Flood Zone C 

Coastal Greater than a 1:1000 (0.1% AEP) year event 

Fluvial Greater than a 1:1000 (0.1% AEP) year event 

Once a flood zone has been identified, the guidelines set out the different types of development 

appropriate to each zone. Exceptions to the restriction of development due to potential flood risks are 

provided for through the use of the Justification Test, where the planning need and the sustainable 

management of flood risk to an acceptable level must be demonstrated. This recognises that there will 

be a need for future development in existing towns and urban centres that lie within flood risk zones, 

and that the avoidance of all future development in these areas would be unsustainable. 

A three staged approach to undertaking an FRA is recommended: 

Stage 1: Flood Risk Identification – Identification of any issues relating to the site that will require 

further investigation through a Flood Risk Assessment; 

Stage 2: Initial Flood Risk Assessment – Involves establishment of the sources of flooding, the extent of 

the flood risk, potential impacts of the development and possible mitigation measures; 

Stage 3: Detailed Flood Risk Assessment – Assess flood risk issues in sufficient detail to provide 

quantitative appraisal of potential flood risk of the development, impacts of the flooding elsewhere and 

the effectiveness of any proposed mitigation measures.  

This report addresses the requirements for Stage 1. 
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2.2 Local Area Plan 

The Park West – Cherry Orchard Local Area Plan identifies the LAP area as being located within “flood 

zone C”. OPW historical information shows no record of a flood event in the LAP area. The plan states 

that all forms development are generally acceptable within the LAP area. 

2.3 Strategic Flood Risk Assessment 

A strategic flood risk assessment (SFRA) was produced by DCC for the Park West – Cherry Orchard area 

as part of its 2019 local area plan. This SFRA concluded that all development sites in the LAP were within 

Flood Zone C. 

2.4 Land Zoning  

The land on which the development is proposed is currently zoned as residential in the Park West – Cherry 

Orchard Local Area Plan (2019). The proposed development is in accordance with this land zoning.    
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3 Flood Risk Identification 

3.1 Existing Hydrogeological Environment 

The existing hydrological environment is characterised primarily by the presence of the River Camac, 

which is located approximately 2km south of the proposed site, and the River Liffey, which is 

approximately 2.5km north of the proposed site. The hydrological environment around the site is shown 

in Figure 3-1 below.  

 

Figure 3-1: Hydrological Environment around the site 

3.2 Topographical Survey 

A topographical survey of the site and its environs was completed by Murphy Geospatial in June 2021. 

The survey indicates that the land is relatively flat, with ground levels around 55.7mOD across the site.  

River Liffey 

River Camac 

Grand Canal 

Site Location 
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3.3 Site Walkover 

Mark Richardson of PUNCH Consulting Engineers visited the site on February 4th, 2021, to assess the 

conditions and key features of the site, to establish any potential sources of flooding and to identify the 

likely routes of flood waters. Appendix A contains a selection of key images taken during the site visits. 

The following was established from the site visit: 

a) The site was accessed from the north-east.  

b) Ground was wet at the time of the visit but this was to be expected due to the time of the 

year. 

 

 

Figure 3-2: Site Visit Comments  

  

Site Entrance 
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3.4 Site Geology 

The geology of the site was reviewed using data from the Geological Survey of Ireland (available at 

www.gsi.ie). The soil type at the location of the proposed development is identified as a deep, well 

drained mineral and also contains made ground as seen in Figure 3-3.The surrounding areas comprise 

mainly of made ground. The GSI data indicates that the bedrock is dark limestone and shale. 

 

  

Figure 3-3: Geology of the surrounding area (source: Geological Survey of Ireland (www.gsi.ie)) 

Site Location 

http://www.gsi.ie/


   

 

Cherry Orchard Link Road to Ballyfermot 

Site Specific Flood Risk Assessment 

CHE-PUNCH-LR-XX-RP-C-0006 Page 8 June 2025 

3.5 Review of Existing Surface Water Infrastructure  

A review of the surface network in the area, based on record drawings in conjunction with the surveys 

of the site, was undertaken to assess the impact of the development on the receiving environment. Irish 

Water record drawings indicate that there is a 1500mm diameter surface water trunk sewer running west 

to east and into the boundary of the site at an approximate depth of 5m. This sewer ultimately discharges 

into the River Liffey at a point approximately 3km north-east of the site, in Belgrove Park.  

 

  

Figure 3-4: Existing Stormwater drainage in the vicinity of the site (source: Local Authority) 

Site Location 
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3.6 Review of Historic Mapping 

A review of the OSI Historical maps1 was carried out. Figure 3-5 shows an extract from the 25-inch historic 

map for the site. The site was not indicated as “liable to flood” in the available historic OSI maps.  

 

  

 

 

1 Maps available: http://map.geohive.ie/mapviewer.html  

Figure 3-5: Extract from OSI historical 25-inch map 

Site location 

http://map.geohive.ie/mapviewer.html


   

 

Cherry Orchard Link Road to Ballyfermot 

Site Specific Flood Risk Assessment 

CHE-PUNCH-LR-XX-RP-C-0006 Page 10 June 2025 

3.7 History of Flooding 

The Office of Public Works (OPW) Flood Hazard Mapping website holds a record of historic flood events. 

A review of the database indicated that there have been no instances of flooding on the proposed site 

as shown in Figure 3-6. Please note that this is not a guaranteed record of all flood events.  

   

Figure 3-6: Extract from OPW Floodmaps Database Report (see Appendix B for full report)  

Site Location 
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3.8 Preliminary Flood Risk Assessment Mapping 

The Catchment Flood Risk Assessment and Management Study (CFRAMS) is a national programme which 

to date has produced both a series of Preliminary Flood Risk Assessments (PFRA) which cover the entire 

country, as well as more detailed flood maps in certain catchments across the country.  

Prior to the publication of the detailed CFRAMS flood mapping, a series of Preliminary Flood Risk 

Assessment (PFRA) maps were published. These maps indicate there are no flood zones in the vicinity of 

the site. The PFRA flood zones are shown in Figure 3-7 below. 

 

Figure 3-7: PFRA flood zone map indicating extents of preliminary flood zones 

 

It is noted that the PFRA modelling is a high-level study which uses a coarse ground to represent the 

topography of the country and does not take existing flood defences into account. As such PFRA fluvial, 

pluvial and coastal flood extents are to be utilised as an initial assessment only.    

  

Site Location 
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3.9 CFRAMS Mapping 

As part of the CFRAMS programme, mapping is available online for public viewing, and the local area has 

been assessed as part of the Camac CFRAMS. The OPW has published detailed flood hazard mapping for 

the area based on results from the CFRAMS, but none which cover the proposed site. This includes flood 

extent and flood depth mapping for a number of return periods for fluvial flood events. The CFRAMS 

assessment in this area is based on hydraulic modelling of the River Camac. 

Figure 3-8 below is an extract from the relevant Camac CFRAMS fluvial flood map for and area to the 

south of the proposed development site. Full CFRAMS maps for the area are included in Appendix C of 

this report. 

 

Figure 3-8: Extract from the CFRAMS fluvial map for an area to the south of the site 

 

The CFRAM mapping indicates that there is no flooding noted on the site.  

The closest node to the site notes flood levels in the Camac River as per Table 3-1 below: 

Table 3-1: CFRAM Fluvial Predicted Flood Levels in Vicinity of Site 

Node  1% AEP (mOD) 
0.1% AEP 

(mOD) 

09CAMM00768 50.62 51.29 

 

As mentioned in Section 3.2, the lowest level recorded on site was 53.63mOD which is significantly higher 

than the 0.01% AEP level shown in Table 3-1. 

Site is located 
to the north 
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3.10 Park West – Cherry Orchard SFRA 

Figure 3-9 below, taken from the Park West – Cherry Orchard SFRA shows that the site is at low to 

moderate risk of pluvial flooding. The surface water drainage network designed for the site will mitigate 

the risk of pluvial flooding on site. 

 

Figure 3-9: Type 1 Pluvial Flood Hazard Map (1% AEP Event – 3-hour duration) 
 

3.11 Estimate of Flood Zone 

PUNCH Consulting Engineers have reviewed the available information as outlined in the above sections. 

We have concluded that the site is located in Flood Zone C for fluvial flooding and is therefore at low 

risk of flooding. Due to the significant distance between the site and the coast, there have been no 

coastal flood maps produced for the area and the site is therefore considered to be in Flood Zone C for 

coastal flooding. There are some small areas within the site indicated as being at moderate risk of pluvial 

flooding. This is likely due to the existing topography. As the proposed development will include an 

appropriately designed surface water drainage system there will not be a risk of pluvial flooding and the 

site will be in Flood Zone C for pluvial flooding. 

 

  

Site Boundary 
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4 Conclusions 

PUNCH Consulting Engineers were appointed by DCC to carry out a Site-Specific Flood Risk Assessment 

for a proposed Cherry Orchard Link Road to Ballyfermot in Cherry Orchard, Dublin 10. 

This Site-Specific Flood Risk Assessment has been carried out in accordance with “The Planning System 

& Flood Risk Management Guidelines” published by the Department of the Environment, Heritage and 

Local Government in November 2009 and the Park West – Cherry Orchard Local Area Plan. 

A review of the flood risk in the area was carried out as the site is located near the Camac River. 

Flood Maps produced as part of the CFRAMS were consulted to establish the Flood Zone. It was 

determined that the proposed development site is currently located in Flood Zone C for fluvial and 

coastal flooding while being at low to moderate risk of pluvial flooding. 

The proposed development will not increase the risk of flooding elsewhere. The proposed surface water 

drainage network will manage run-off arising during a 1 in 100-year storm with no flooding of the network 

while allowing a 20% increase in flows for climate change and limiting flow from the development to the 

greenfield run-off rate.  
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Photo 1: Boundary with Football Club Photo 2: Boundary with Football Club 

 

  

Photo 3: Football Club  Photo 4: Football Club 
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Photo 5: Entrance to Football Club  Photo 6: View looking north along access road 
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