
2b
ed

 4
p

To
ur

in
g

C
ar

av
an

2bed 4pTouringCaravan

2bed 4pTouringCaravan

2bed 4pTouringCaravan

2bed 4pTouringCaravan

2bed 4pTouringCaravan

2bed 4pTouringCaravan

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIREX EIR

EX
 E

IR

EX
 E

IR

EX
 E

IR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

EX EIR

ETU

ETU

ETU

ETU

N
 EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N EIR

N
 EIR

N EIR
N 

EI
R

N 
EI

R

EX
 E

IR

EXISTING EIR SERVICES
TIE IN WITH NEW SERVICES

NEW EIR MAN HOLE

EXISTING EIR SERVICES
TIE IN WITH NEW SERVICES

NEW EIR MAN HOLE

NEW EIR WOODING POLE

ETU

ETU

ETU

ETU

ETU

N
 EIR

N
 EIR

N
 EIR

N
 EIR

N
 EIR

Client

Project Title

Drawing Title Revision

Date Checked By ScaleDrawn By

Status

Rev Status D.E.

01 4872300
021 2375080Cork
090 6602380Roscommon

Dublin

www.varming.ieWebsite

Engineering
for the Future

Titleblock Revision: 2020_2

Date Description

Project Drawing Reference

Varming Project Number

General Notes
A. DO NOT SCALE FROM THIS DRAWING-

WORK ONLY FROM FIGURED DIMENSIONS.
B. ALL ERRORS & OMISSIONS TO BE REPORTED TO THE

CONSULTING ENGINEER

C. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ARCHITECTS
AND STRUCTURAL ENGINEER'S DRAWINGS.

C Copyright Varming Consulting Engineers Ltd

D. REFER TO DOCUMENT REGISTER FOR  DESCRIPTION
OF STATUS CODES.

Consulting Engineers Ltd.

SERVICES LAYOUT
PROPOSED EIR SITE

CARA PARK, DUBLIN 17

DUBLIN CITY COUNCIL
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LEGEND:
EXISTING TELECOMS DUCTING

PROPOSED 110/94mm ID/OD TWIN WALLED DUCT

PROPOSED 32mm ID/OD PE LEAD IN PIPEN EIR

NOTES

1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH ALL
OTHER RELEVANT DRAWINGS & CONTRACT DOCUMENTS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
CO-ORDINATION OF ALL ELECTRICAL SERVICES.

3. THE CONTRACTOR IS TO ALLOW FOR THE SUPPLY AND
INSTALLATION OF ACCESS CHAMBERS ON DUCTING IN
ACCORDANCE WITH UTILITY PROVIDER SPECIFICATION.

4. ALL TELECOMS DUCTING TO BE LOCATED IN FOOTPATHS &
SOFT LANDSCAPING.

5. SEPARATION DISTANCES BETWEEN MANHOLES SHALL BE A
MAXIMUM DISTANCE OF 30 METERS.

6. ALL JOINT BOXES ARE TO BE BUILT CLEAR OF DRIVEWAYS &
OUTSIDE OWNER BOUNDARIES.

7. ALL SERVICE DUCTS ENTERING JOINT BOX ARE TO HAVE
MINIMUM BENDS & PULL LENGTHS.

8. SERVICE DUCTS ARE NOT TO BE CUT. DUCTS TO BE LEFT
COILED FOR CONTINUOUS RUN TO THE EXTERNAL
TERMINATION UNIT OR INTERNAL TERMINATION POINT.

9. CONTRACTOR SHALL INSTALLED TUBE TO ALLOW FOR THE
FIBER LINE TO BE BROUGHT INTO THE HOUSES.

10. ANY SUBSEQUENT CHANGES TO THIS DRAWING LAYOUT
ARE TO BE COMMUNICATED TO TELECOM SUPPLIER  TO
FACILITATE TELECOM INFRASTRUCTURE DESIGN CHANGES.

FIG.1 - TYPICAL CORE SERVICES INCOMERS (NTS)

TRENCH SIZES:

· COMMS - 800MM DEEP X 600MM
WIDE

· ESB - 800MM DEEP X 600MM WIDE
· SITE LTG - 800MM DEEP X 600MM

WIDE
· COMMS + ESB 800MM DEEP X

1100MM WIDE
· COMMS + ESB + SITE LTG - 800MM

DEEP X 1300MM WIDE
· NATURAL GAS - 800MM DEEP X

600MM WIDE
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PLANDETAIL A-A

SIDE ELEVATIONEND ELEVATIONSIDE WALLS ENGINEERING
BRICKS MAY BE OFFSET
INTERNALLY, AN EQUAL
DISTANCE FROM EACH
WALL TO ACHIEVE CLEAR
OPE AS SHOWN

DUCT OPES TO BE
PROTECTED BY SUITABLE
REINFORCED LINTEL TO
I.S.240

MAX WIDTH OF DUCT
OPE TO BE 230mm

DUCT SHOWN IN CENTRE OF
DIAGRAM FOR ILLUSTRATION
PURPOSES ONLY 115mm
FROM FLOOR LEVEL

NB LOCKABLE COVERS CAN ONLY BE REMOVED FROM LOCKED END. FRAMES
MUST BE LAID TO ALLOW FOR EASY REMOVAL OF COVERS

FOOTWAY CHAMBER NO. 4 (ONE OR TWO
100mm DIA. DUCTS)
4" BLOCKWORK (SIDE WALLS UPRIGHT)
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T2 T2 T2 T2 T2 T2

REFER TO "BUILDERS SPECIFICATION FOR EIRCOM'S
TELECOMMS INFRASTRUCTURE REQUIREMENTS" FOR
SPECIFICATION OF FOOTWAY CHAMBER

FIG.3 -  TELECOM JUNCTION BOX - FOOTWAY CHAMBER

REINSTATEMENT
200x100 DEEP

DETAIL B-B

FIG.2 - TYPICAL CONNECTION DETAIL TO INDIVIDUAL UNITS (NTS)
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PROPOSED TELECOMS JOINT BOXES (JB4)

EXISTING ESB POLE
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