NOTES :

1.

DO NOT SCALE FROM THIS DRAWING USE STATED DIMENSIONS
ONLY. IF IN DOUBT CONSULT THE ENGINEER.

LEVELS REFER TO 0.S. DATUM MALIN HEAD.

THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE
ALL OF THE CONTRACT DOCUMENTS IN PARTICULAR THE
ARCHITECT’S, LANDSCAPE ARCHITECT'S AND SERVICE
ENGINEER’S SITE LAYOUT DRAWINGS.

ALL CIVIL WORKS SHALL BE COMPLETED IN ACCORDANCE WITH
MANUFACTURERS SPECIFICATIONS.

THE CONTRACTOR IS SOLELY RESPONSIBLE FOR LOCATING,
PROTECTING AND MAINTAINING ALL EXISTING SERVICES WITHIN
THE SITE BOUNDARY. THE ENGINEER HAS SHOWN KNOW
SERVICES ON THE DRAWINGS BUT GIVES NO GUARANTEE THAT
THESE ARE THE ONLY SERVICES WITHIN THE SITE BOUNDARY.
THE CONTRACTOR SHALL CONTACT THE RELEVENT STATUTORY
AND PRIVATE UTILITY COMPNIES AND CONFIRM THE LOCATION
OF THEIR PLANT FOR HIMSELF.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING OF
THE NAME AND LOCATION OF ALL TIPS USED FOR THE
DISPOSAL OF MATERIAL OFF SITE.

THE CONTRACTOR SHALL ENSURE THAT ADEQUATE PROVISIONS
ARE IN PLACE TO PREVENT THE SPREAD OF DIRT, MUD AND
SITE MATERIAL ON THE PUBLIC ROAD. THE CONTRACTOR
SHALL ENSURE THAT THE PUBLIC ROADS AROUND THE SITE
ARE CLEANED ON A REGULAR BASIS, OR AS DIRECTED BY
THE ENGINEER, WITH A MECHANICAL SUCTION SWEEPER.

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS
TO ENSURE THAT NOISE AND DUST ARE MINIMISED.

BLINDING CONCRETE SHALL BE GRADE 15N20. BLINDING
SHALL BE A MINIMUM OF 100MM THICK. ALL STRUCTURAL
CONCRETE SHALL BE GRADE 30N20 UNLESS SPECIFIED
OTHERWISE ELSEWHERE.

ALL EXPOSED CONCRETE FINISHES SHOULD BE FAIR FACED
FINISHES UNLESS SPECIFIED OTHERWISE ELSEWHERE.

NOTES :

1 THE MINIMUM DEPTH FROM THE TOP OF THE GRATING TO THE BOTTOM OF THE GULLEY

MAXIMUM DEPTH FROM COVER LEVEL TO INVERT OF PIPE 0.9M (NON-ENTRY)
FOR INSPECTION CHAMBERS. DEPTHS GREATER THAN 0.9M SHALL BE
CONCRETE TYPE MANHOLES COMPLYING WITH TGD H AND THE GREATER

DUBLIN REGIONAL CODE OF PRACTICE FOR DRAINAGE WORKS VERSION 6.0 OSA.

PLASTIC CHAMBERS AND RINGS SHALL COMPLY WITH BS EN 13598—1 AND
BS EN 13598-2 OR HAVE EQUIVALENT INDEPENDENT APPROVAL AND BE IN
ACCORDANCE WITH TGD H " DRAINAGE AND WASTE WATER DISPOSAL’.

SITED IN DOMESTIC GARDENS |
MORTAR BEDDING AND HAUNCHING TO ~
COVER AND FRAME
TOPSOIL
MINIMUM RADIUS TO BE 500 MM

FOR A 100 MM DIAMETER PIPE AND
600 MM FOR A 150 MM DIAMETER

l COVER COMPLYING WITH
BS EN 124 AND BS 7903

I
= MINIMUM INTERNAL DIMENSIONS
Z 180 MM DIAMETER OR

S

| Sdeice
° N

CL.804 SUB BASE

QUTLET IS TO BE 400mm. WHEN THE CONNECTING PIPE IS UNDER A CARRIGEWAY AND
600mm ELSEWHERE.

2. WHEN AN INSITU CAST GULLY HAS A TRAP, THE STOPPERS SHALL COMPLY WITH THE
REQUIREMENTS OF BS 5911 : PART 2.

PIPE TO ALLOW ENTRY OF
MAINTENANCE EQUIPMENT

N (THICKNESS VARIES)

OR CONCRETE SURROUND

PROPOSED ROAD

CENTRELINE

GRATING & FRAME TO COMPLY
WITH I.S./EN 124 : (1994) CLASS

€250 OR D400

WEARING
SURFACE

~— SUB-BASE

100thk. CONCRETE
SURROUND

GRADE €20/20

PIPE ¢ 7

CONCRETE BASE
LOCALLY WHERE
GULLIES INTERSECT

REFER TO DRAWING H096-CSC—XX—XX-DR-C-0010
FOR BUILD-UP ASPHALT ROAD.

PROPOSED FOOTPATH

PROPOSED PERMEABLE PARKING

100mm THK. CONCRETE SURROUND TO
SURFACE WATER PIPE AT SADDLE CONNECTIONS

SADDLE CONNECTION TO
PROPOSED STORM SEWER

PROPOSED
STORM SEWER

TYPICAL PERMEABLE PAVING CONNECTION DETAIL

100mm THK. CONCRETE SURROUND
PROPOSED 150mm¢@ CLAYWARE
OR CONCRETE PIPE

= OO

FOR BUILD-UP OF PERMEABLE PAVING

45 DEGREE CONNECTION JOINT IN
CLAYWARE OR CONCRETE TO MATCH
STORM NETWORK CONNECTOR PIPE

SCALE 1:30

“T~— ROAD BASE

400

PROPOSED 150mm¢ PERFORATED CLAYWARE OR
CONCRETE PIPE SURROUNDED IN NON WOVEN GEOTEXTILE

TYPE A BLOCKWORK 225mm TO

COMPLY WITH 1.S. 20.—
DESIGNATION S10.

GULLY PIT 450x300dp

[~e————— 150thk. CONCRETE WALLS
GRADE €20/20

t—50mm BLINDING

ROAD GULLY DETAILS

REFER TO DRAWING H096-CSC—XX—XX-DR-C-0010

SCALE : 1/25

JOINTS BETWEEN BASE AND SHAFT

AND SHAFT COMPONENTS TO BE >< BASE UNIT TO HAVE ALL CONNECTIONS

WITH SOFFIT LEVELS SET NO LOWER
THAN THAT OF THE MAIN PIPE

FITTED WITH WATERTIGHT SEALS

/ 225 MM X 100 MM
N
/

GRANULAR BEDDING MATERIAL

COVER COMPLYING WITH
l BS EN 124 AND BS 7903

SITED IN DRIVEWAYS/PAVED AREAS |

MORTAR BEDDING AND HAUNCHING TO
COVER AND FRAVE ANl |-%
- £ El

DRIVEWAYS, FOOTWAYS AND
LANDSCAPED AREAS —

MINIMUM INTERNAL DIMENSIONS

150 MM DEEP CONCRETE COLLAR ot 1 180 MM DIAVETER OR
MINIMUM RADIUS TO BE 500 MM 29 225 MM X 100 MM
FOR A 100 MM DIAMETER PIPE AND

600 MM FOR A 150 MM DIAMETER
PIPE TO ALLOW ENTRY OF

L CL.804 SUB BASE
MAINTENANCE EQUIPMENT B

(THICKNESS VARIES)
OR CONCRETE SURROUND

JOINTS BETWEEN BASE AND SHAFT o
AND SHAFT COMPONENTS TO BE
FITTED WITH WATERTIGHT SEALS

BASE UNIT TO HAVE ALL CONNECTIONS
WITH A DIAMETER GREATER THAN
150 MM SET AT SOFFITS LEVEL

W) \
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GRANULAR BEDDING MATERIAL:

FLEXIBLE INLET/OUTLET
AND/OR BEND
(MAXIMUM ANGLE 45Y)

JOINT TO BE AS CLOSE AS POSSIBLE
TO FACE OF CHAMBER TO PERMIT
SATISFACTORY JOINT AND
SUBSEQUENT MOVEMENT

UNUSED INLET TO BE
SEALED AND WATERTIGHT

WHERE CHAMBERS ARE POSITIONED ON 90°
CORNERS, ALWAYS USE THE MAIN CHANNEL BY
FITTING A 45" BEND ON THE INLET AND OUTLET

TYPICAL ARMSTRONG JUNCTION CHAMBER

SPECIFIED INLET PIPEWORK

—=——TOP SOIL OR SPECIFIED
CARRIAGEWAY BUILD UP

FINISHED GROUND LEVEL

ACCESS RISER PIECES TO SUIT

SPECIFIED GRANULAR MATERIAL

BACKFILL (CL804)

UNDERGROUND PERFORATED

1008 AIR VENT PIPE TO

MANUFACTURERS INSTRUCTIONS

SPECIFIED OUTLET PIPE WORK

20/20 CONCRETE SURROUND

GRADE C30 CONCRETE BASE

DETAIL
— (Flexible material detail)
NOT TO SCALE
—— MANHOLE COVER AND FRAME TO —— MANHOLE COVER AND FRAME TO
I.S. EN. 124, CLASS D400 I.S. EN. 124, CLASS D400
¥l I 2 K
600 MIN 600 MIN
SPECIFIED OUTLET PIPE WORK e
L —
~———— GRADE C30 CONCRETE BASE
SLAB TO SUIT SITE CONDITIONS

SLAB TO SUIT SITE CONDITIONS

[~ 225mm MIN THICKNESS GRADE C

ASPHALT PAVEMENT

FOR DETAILS OF CHANNEL TYPE AND
GRATING REFER TO PROJECT DRAWINGS OR

SPECIFICATION

CONCRETE BED AND HAUNCH

MINIMUM €25
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TYPICAL DETALL ‘A’
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BLOCK PAVEMENT
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200
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FOR DETAILS OF CHANNEL TYPE AND

DETAIL A’

GRATING REFER TO PROJECT DRAWINGS OR
SPECIFICATION

FGL BLOCK BEDDED USING EPOXY MORTAR
4 BLOCK PAVING

CONCRETE BED AND HAUNCH

CONCRETE PAVEMENT
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225

FOR DETAILS OF CHANNEL TYPE AND
GRATING REFER TO PROJECT DRAWINGS OR
SPECIFICATION

EXPANSION JOINT TO STRUCTURAL
ENGINEERS DETAILS
FGL

NOTES

L qa A

BLOCK PAVEMENTS — THE CHANNEL MUST BE SUPPORTED
LATERALLY & THEREFORE BLOCKS MUST BE RESTRAINED
FROM MOVEMENT BY BEDDING SECURELY E.G. BY USING A

200

POLYMER MODIFIED MORTAR FOR BED & PERPENDICULAR
JOINTS
(FOR EXAMPLE RONAFIX MORTAR MIX C OR SIMILAR)

= . < . 4 CAq
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SURFACE CRACKS — ALTERNATE CRACK CONTROL &

CONCRETE BED AND HAUNCH
MINIMUM €25

//\//\// //\/;\ "\//\//\//\//

MOVEMENT JOINTS TRANSVERSLY WITHIN BED & HAUNCH
MAY REDUCE UNSIGHTLY SURFACE CRACKING.

JOINT SEAL — WHERE CHANNEL JOINTS & FITTINGS ARE
TO BE SEALED (WHERE USED IN FOUL APPLICATIONS OR
WHERE IMPERMEABILITY IS REQUIRED) CONTACT A
SEALANT SPECIALIST FOR GUIDENCE ON THE MOST
APPROPRIATE SEALING COMPOUND TO USE.

200 CONCRETE SLAB

TYPICAL CHANNEL DETAILS
NOT TO SCALE

SURFACE PROTECTION — IN ASPHALT PAVEMENTS AVOID
CONTACT BETWEEN COMPACTION EQUIPMENT AND
CHANNEL /GRATING. THIS MAY BE ACHIEVED BY ENSURING
THAT THE FINISHED SURFACE LEVEL LIES ABOVE THE
GRATING LEVEL (BY AT LEAST 3MM) STONES SHOULD BE
REMOVED PRIOR TO LAYING/ROLLING WEARING COURSE.

TRENCH WIDTH

GROUND LEVEL

\ 4
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FOOTPATH CONSTRUCTION
DEPTH OR TOPSOIL DEPTH
IN MEDIANS AND VERGES

N

—— WELL COMPACTED
BACKFILL OF
CLAUSE 804 IN
LAYERS OF 150mm.

@—F
A A A

<

DEPTH

[—*300min*

NORMAL PIPE BEDDING MATERIAL TO BE CLAUSE 804.

IF SOFT GROUND CONDITIONS ARE FOUND TO BASE

OF TRENCH, CONCRETE BEDDING & SURROUND (MIX C20)
TO BE INSTALLED AS SHOWN.

S

=—0.15—

o USE OF CONCRETE BEDDING DETAIL, TO BE CONFIRMED
BY DCC INSPECTOR.

PIPE BEDDING I DEPTH OF COVER > 1.72m

SCALE : 1/10
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